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=INTRODUCTION

In System Configuration of Radlog For Windows (See Setup Notes) it was set to use Single
Identity,coms port ,required units and set logger default
Single Identity

E | File Select

dentiy Name

B __esss Clear well Reservoi

[ __Beso Barigada Resarvior

B 44 NCS Moith Finnegayan Fieservior

@ _00_oo Barigada Resarvior

@ _pi0a0 NRME Hospital Feservior

[ _B1ost Nimitz Rieservei

[ _B1180 Adelup Reservior

[ _B1ze2 Fena Lake Flow Meter

B _e13s SO Elevated South Firnegayan Tank

[ _B14e0 Tupo Reservior

[ _Baen Apra Reservoir
B[ ]

Setup a Logger in View Software

‘_’lﬁqr:‘ﬁﬁﬁ'@

SELECT

This comment is what
(x| the software is doing

Configuration Summary; Canfiguration Option:

@ Looger Type: Lo-Log Flash

Logger Type:

‘What type of Logger do pou wish to configure? [F youA/

niot knaw the logger tupe. select Unknown - Auto Detect,

[E Multlag

L Multlog GSM

B Multing SMS

W Multilog GSMASMS

Select Location... ‘ Auto Detect |
< | 4
!xt >3 Cancel

Logger Type: / @ Lolog
@ Lolog - Compressed Data
|8 LoLag Flash A/
\ Select correct Logger type

or Auto Detect

elect Next to
Continue
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onfigure Logger Wizal

Configuration Summary:

Configuration Optian:

B Logger Tupe: LoLog Flash i
5 Connection Type:  Direct [RS232] Connection Type:
&5 Baud Rate 9600
Howe is the logger currently connected to the computer?
Connection Type:
|Direct (RS 232] |
£ 3
<< Prewious Nest >3 i Cancel ‘
onfigure Logger W d
Configuration S ummary: Configuration Option;
@ Logger Type Lo-Log Flash e
5Connection Type: Direct (R5232) B Analyse L°gger-
&7 Baud Rate: 9600
The logger iz sbout to be downloaded. IF the download
fails check the logger is connected ta the computer as
specified and the connection configuration is conect.
Select Mext' To Download The Logger Parameters,
L4 3

<< Previous Nest > Cancel

Check IR Head is on the Logger

Next

Downloading

Comm 1 - 9600
Downloarding Header

Configure Logger Wizard N

Configuration Summary

Configuration Dlption

@ Logaer Type

= ;
2 Connection Type:
&5 Baud Rate

LorLog Flash
Direct (R5232)
3600

@ Logger Type
@ Logger dentity

Lo-Log Flash
801805 : My Test

Logger Identity

The Logger identity is a unique identity that identifies the ;I
logger in the software. Enter the required identity or select
one friom the database with the Select button r

«—

Lagger Identi

Mame My Test

Idertiy 2401805 Seleci W

<< Prewious | Cancel

Next

Enter an Identity code up to 7 characters long
Then the name (of the test site)
L —

\

If a site has been tested and you need to
retest you can select the same ID to add
a 2" file




Radwin Note on LoLog Flash
RADCON\ User Notes

Configuration Summary: Configuration Option:

@ Logger Type: La-Log Flash B .
& Connection Type: Direct (RS232) Connection Type:
7 Baud Fate 9600

Houw is the logger cumently connected to the computer?

Direct is the only choice

Caonnection Type:

[Diect R5232) =l

<< Previous Newt »> | Cancal
-

<«

|~
|l

Configure Logger Wizard

x|
Configuration Summary: Configuration Option:
8 Logger Type: Lo-Log Flash < i
5 Comnection Typs:  Dirsct (AS232) N Channel 01 Configuration:
& Baud Rate 3600
OO ... Tl et | This must be enabled
8 Logges Type Lo-Log Flash TR e e N
+ ! te it
B Logoerldenily  AADTBOS : My Test || S oo oo o tResiel /—J" To recorded this
&7 Connection Type:  Ditect [R5232)
5 Baud Rate 600 ¥ Enabled channel
£ Channel 1: Analogue [Pressure;
[ount =] [standad =l
Transducer
i alinges Fiesetis) =] _corfigue.. |
Sensor Type: Pressure ﬂ
Transducer Name
Calibration 0.100000
Offset: 0.000000 - |
N i
e [ co

Configure Logger Wiza

Configuration Summary Configuation Option
Logger Type: Multiog SMS )
Comnection Type: ~ Diret Channel 02 Configuration:
Baud Rate: 18200
Zore: #4232 Any Name - Enable Flow
. 923 Ay Name Enable the channel it required and set the logging mode for /
Tolophons Number,  +44797 7956587 digtal channels. Select the reqited lrsnsducer type and
el bl selexct Confioure to configure i
Charnel 2 Enabled -
[ Enabled [owersae =]
[Court | [standard -]
Transducer
Digtal (Flow] % w}
Sensor Type: Flow ~
Transducer Name =
Units Per Pulse: 1.000000
25 | £ Ofset 0,000000 - [
<< Previous ‘ Mest »> Cancel
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C t Power Save
oLn Continuous Power
| Ewent [¥ Enabled [Pover Gave recd| Sensor O
T |Euunt j |5tandard For a reed switch

Count is standard TR continuous power is used
T = Configuye. .. . ..
Event used if low [Digtal (Flow) =l —QHL—J Warning is given
Pulse count Senzor Type: Flows -
Tranzducer Mame:
Units Per Pulze: 1.000000 T Changed for high
| Dffzet: 0.000000 1l
ows
i.e. if more than 36
| pulse per second
I
I Y\m

i
J WW .

\IU\FHIIIWHI\IIH\ Standard

Ewvery 2nd Pulze
Ewvery 4th Pulze
Ewvery Bth Pulze
Ewvem 10th Pulze
To change litres Per
Flow Transducer &|
Senzar Type: 1Flow ﬂ
Transducer

Eriter/Edit Transducer

Select: | User Defined Tranzducer - v\j Remove

Mame: |

1.000000

Urits Per Pulse:
You can type in any /ma«/' oooooo0

Add to Select Transducer List J B" Helix 3000 - PUT0 or LRF

PSt D 15mm

B" Helix 3000 - PD 100, PU100 or HRP
PSM 15mm
4" Helix 3000 - PU10 ar LRP

Help | Cancel |

New Transducer can
be add to the list

Configuration Summary Configuration Dption:

@ Loager Type LoLog Flash N

&7 Connection Type:  Direct (RS232) Sample Rate:
&7 Baud Rate: 9600
= | Select the required data logaing interval. 15 minutes is

8 Longer Type Lo-Log Flach advisable for standard appications.

& Zore: __0%: Commerical b
8 Lacation 993 testing
&7 Cornection Type:  Direct (RS232)

s Sample Rate: :
5 Baud e 3600 Select required sample rate
B wiocal 15 Minutes <—

L Chanel 1 Analogue [Pressure
£ Channel 2 Digital [Flow]

& Sample Rte 15 Minutes

< 5

<4 Previous Next Cancel
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Configure Logger Wizard

Canfiguration Summay:

Canfiguation Option

8 Logger Type:
7 Connection Type:
<7 Baud Rate:

@ Logger Type:

B Logger Identity
&7 Connection Type:
7 Baud Rate
L& Channel 1:

L Channel 2
3 Sample Rate:
% Record Start Time:

LeLog Flash
Direct [RS5232)
3600

LoLogFlash
AADTBOS: My Test
Direct [R5232)
3600

Analogue [Pressure

1 Seconds
07:28:51 03410/07

Recording:

Enter the recarding start time. |f a stop time is required, é
select enable stop and ente the stop time. Loggsrs are
normally configuied with Cyelic Memary, but if vou wish the. » |

Record Start Time: id

Ao Step Tims

100 A== -
1200.00,&J 14121970

" Enable Stop

72851,&g 1

If you leave this on the logger will
start on 5 minute of the clock ,if
15mins on the % Hour

-/

<< Previous | Next > I

Cancel

You can check your set-up by scrolling up & down
the Configuration Summary then Next

Configure Logger Wizard

Configuration Summary: Configuration Dption:
Logger Type: LoLog =
Connection Type:  Direct Upload Logger:
Baud Rate: 3600 =
Zone: __33: Any Name p
Locatio: 59: Ay Name The logger will now be uploadsd with the entered parameters
T B and wil start logging. The information will be entered in the
B aud Rl e database under the entered zons/location iderity
Autocal Disabled
Channel 1 Enabled
Channel 2 Enabled
Sampls Rate: 15 Minutes Select Neat To Upload The Logger Parameters.
< | >
<< Provious | [ Nty TWeLoncel |
o |
Configuiation Summary, Configuration Optior:
@ Logger Type: LoLegFlash o !
& Comestion Type:  Direot [R5232) Finished:
5 Baud Rate: 3600
The Data has been stored
@ Logger Type: LoLogFlash
& Zone __08: Commerical b
B Location: 999 : testiing
A Channel 1 Analogus (Pressure;
A Channel 22 Digital (Flow)
Filename: MO01 Ay Text
< b3

Finish

|

When finished process is complete

Uploading

Comm 1 - 9500
Uploading In Progress.

-~

The logger can now be installed onto the main
After the test is completed the logger can be downloaded.
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DOWNLOADING THE LOGGER

Download a Logger in View Software

ol

fe

B e,\.i*tElﬂt@

SELECT

This comment is what
the software is doing

Download Data Wizard 3

Canfiguration Summary: Configuration O ption:

@ Logger Type: LaoLog Flash
Logger Type:

. 1
What Type of Logger do you wish to download? If ym*,ﬂ'
it know the logger tupe, select Unknown - Auto Detdt

A Lolog

@ Lolog - Compressed Data
[E Multlag

L Multlog GSM

B Multing SMS

W Multilog GSMASMS b

Logger Type:

/

I Auto Datect I

Select Location. .

<< Previous Cancel
‘\ Select correct Logger type
or Auto Detect
elect Next to

.
foorriosdoota waerg —— S x Continue
Canfiguiation Summary Configuration Option
B Loager Type: LoLog Flash = .
5 Connection Type:  Direct (RS232) Connection Type:
&5 Baud Rate 9600
How s the logger cunently connected to the computer? = |
Connection Type:
[Direct R5232) sy
\ . .
Direct is the only
.
choice
a1 |
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Download Data Wizard x|
Configuration Sunmary: Configuration Option:
@ Logger Type Lo-Log Flash
ggtonnecl\on Tupe: Direct [R5232) Download Data:
7 Baud Rate: 9600

The loager is about to be downloaded. If the download :l
fails check the logger is connected ta the computer as
specified and the connection configuration is comect, ;I

Select Next' Ta Download The Logger Parameters.

Downloading

LI_I _.I Comm 1 - 9600

Downloading Header

<< Previous | Nextg > Cancel

If the Name are correct just press NEXT
To use an existing name from the list
Select required name from the list
Or add new Identity and name

Download Data Wizard x| |E""‘ |
Configuation Summary Configuration Dption: ]
06203
@ Logger Type Lo-Log Flash SN ) e
(5Emnectlon Type: Direct [(RS232) LOQer Identlty
= P_TESTS PRESSURE TESTS ON NEW MAINS
7 Baud Rate; 9600 T Feny Terminal (200am GMT)
The Logaer identity is & unique identity that identifies the ~ « | &2 Mot uep Pentoons (4 2ari GMIT) [l
& Logosr Type Lo-Log Flssh logget n the software. Enter the required identity o sslect
from the datab ith the Select butk o
B Longerldently  AADTBOS . My test | & e e 2SR /
Logger |denti

|dentity 440EDG Se\g
et My test

&
<< Previous I ‘ Nexl»‘l Cancel

Configure Logger

Configuration Summary: Configuration Olptior

B Logger Type: LoLogFlash 2N .
&5 Connection Typs:  Direct (RS232) Channel 01 Configuration:
&7 Baud Rate: 3600
Enable the channel f required and set the logging mode - |
W Lo Toie LoLog Flash for digital channels. Select the required transducer typs
B Logger | dentiy AATEO5 - My Test and select Configure to update it.
&7 Connection Type:  Direct [R5232)
7 Baud Rate: 9600 ¥ Enabled
A% Channel 1 Analogue [Pressurs

[Eount =] [tandand |

Transducer

IAnaluguE [Pressure] ~|  Configure
Sensor Type: Pressure ﬂ
Transducer Mame:
Calibration: 0100000
Offset 0000000 =

<< Provious | Newtr> WCancel |
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Configure Logger Wiza I’x

Configuration Summay:

Canfiguiation Option

Logger Type: Multilog SMS

Conrection Type: Direct

Baud Rate: 15200

Zone: AAZ2: B Narne

Location 023 Ay Mame

Telephone Mumber:  +447377256587

Chans Enabled select Configure to configure it
Channel 2 Enabled -

Channel 02 Configuration:

Enable the channel f required and sst the logaing mode for
digital channels. Select the required transducer type and

¥ Enabled Power Save -
|count v | [standard =1
Transducer

Digital (Flow] - Configure.

~—

Sensor Type: Flow R
Transducer Name: =
Urits Per Pulse 1.000000 -
£ 2| DOffset 0000000 |
<< Previous | MNext>> Cancel
foownioad batawieard x
Configuration Summary: Canfiguration Option:
B Logger Type LorLogFlash :
&5 Conrsction Typs:  Dirsct [ASZ32) Data Filename:
&5 Baud Rate: 9500
sy s | Enter download comment A
B Logger Type: LoLogFlash 5l
B Logger Identiy AA01BOS: My test
A Channel 1 Analogue [Fressure]
Channel 2 Digital (Flow]
e i Filename: MO0
Commert: Pressure at site game
™~
0 - |
<¢ Previous Cancel
B

Configuration Summary:

Configuration Option

B Logger Type:
&5 Connection Type:
&5 Baud Rate:

B Logger Type:

B Logger Identity
£ Channel 1:

A Channel 22
Filename:

Download Data Wizard x|

Canfiguration Summary

LoLog Flash
Direst (RS232)
3600

Lo og Flash
AADIBOS : My test
Analogue (Pressure
Digial [Flow)
MOO01 Pressure ot

Select Next to stare the data.

L

Cancel

<< Previous Next >

anfiguration Optior:

8 Logger Type:

&5 Connection Type:
&5 Baud Rate:

8 Logger Type:

B Logger [dentity
£ Channel 1

A% Channel 2.

LoLag Flash
Diest (R5232)
9600

LoLag Flash
ABDTBOS - My test

Finished:

The Data has been stored Al

Analogue (Fressure
Digital Flow)
MODDT Pressure at

The Data has been stored

Finish

£ Previous | Hests> I

A comment can be entered up
40 Chars long
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The graph will automatical be produced

Graph 1]
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4 File | Dowrload Options  Graph Options  Data Cptions  Advanced  Configuration  Start Window  Help

) E & M B% XK W 20027 THECLOSE : AD22: Charnel 2 THEC = | &2, |[Cursorvaiies
W2 Flow: _00_27: THECLOSE : AD0Z2: Channel 2 : THECLOSE

PRPED D

S

il 338

I3
%
Flow - Litres/Sec
Pressure - Metres Head
w
8
n

B

e

50|
17

Pressurer  __00_27 . THECLOSE : AD022: Channel 1 THECLOSE

1:30:00 253000 1:30:00
GMT  11i08m2 1108102 120902
< |

23:30.00 11:30.00
12103102 1310802

23:30:00
1310902

1:30:00
14103102

23:30.00
14109102

11:30:00
15109102

23:30:00
15109/02

11:30:00
1609102

b

~

Cursor:

1310902 07:45:00 Friday

B 1-_ 00_27: THECLOSE : ADD2Z : Channel 1 : THECLOSE

38,400

W 2-__00_27: THECLOSE : ADO22 : Channel 2 | THECLOSE

1.080

Metres Head
Litres/5ec




